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Microcontact printing (MCP) is a versatile and low-cost technique for surface patterning, allowing for the
fabrication of intricate designs with relative ease. However, despite these clear advantages, the application
of MCP has predominantly focused on smooth, uniform surfaces, while rough, capillary-active, or hydrogel
surfaces have largely been neglected in existing literature. This article aims to review the latest advances in
nCP, tracing the evolution of patterning techniques and highlighting recent applications across various
fields. Our discussion will encompass both fundamental developments in technology and practical
implementations that illustrate its potential. In the last section, we will address the question why non-
smooth surfaces have gathered less interest and aim to propose strategies for overcoming the inherent

Received 7th April 2025, challenges they pose. With this contribution, we will also provide a perspective by shifting our focus to the

Accepted 24th June 2025 specific challenges posed by capillary-active surfaces. We will introduce the innovative concept of
polymer brush-supported mCP (PolyBrushMiC), which could serve as a promising strategy to address these

challenges. By incorporating polymer brushes, we can enhance the compatibility of nCP with rough
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Introduction

Several applications, ranging from microelectronics,"* biosensing,*™
information storage,®” to optoelectronics®® and many others
take advantage from microstructured surfaces. Common pat-
terning techniques, such as photo-,'® dip pen,** electron,'>** or
ion beam lithography,'*'® often rely on tedious experimental
protocols and require specialized instrumentation. Microcon-
tact printing (nCP), as a soft lithography technique, provides a
straightforward, efficient, and cost-effective alternative soft
lithography technique for patterning. mCP can be considered
a miniaturized version of a stamping process that is familiar
from everyday office life. During the process, an elastomeric
stamp, mostly prepared from polydimethylsiloxane (PDMS),*
is exposed to a functionalization agent - the ink. When the
inked stamp is brought into physical contact with a substrate,
the ink gets transferred thereto, which occurs exclusively at the
areas, where the stamp and the substrate are in physical
contact. The simplicity of this approach renders mCP also
scalable,'” which is in contrast to the aforementioned other
patterning techniques. A major advantage of nCP is attributed
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surfaces, enabling more effective pattern transfer and improved stability of printed features.

to the characteristics of PDMS that is used as an elastomer
stamp: being cured from liquid precursors, it can be casted on a
(sub-) microscale surface relief to mould its surface
characteristics.'® Accordingly, a surface master that had been
prepared tediously in a previous step can be replicated with the
elastomer, which is used to transfer its pattern to a substrate
during the mCP process.

The downstream applications of surface-structures sub-
strates require specific characteristics of the printing patterns.
At a first glance, this comprises the printing precision. Under
optimal conditions, NCP can achieve a printing resolution that
goes down even to the low nanometre regime.'® Second, the
functionality of the printed areas is significant. The printing
resolution is dictated by the ink characteristics. As such, the
affinity between the ink and the substrate as well as the
rheological behaviour of the ink play a crucial role. A good
printing resolution is undermined by ink smearing, which is
the uncontrolled, diffusive spreading of the ink at the sub-
strate. An appropriate functionality is achieved, when func-
tional ink molecules or materials are employed.

In most literature examples, NCP is applied on smooth
substrates. As a pioneer example, Kumar and Whitesides used
thiols in their first publication in the early 1990s, which they
printed with a structured stamp on a smooth gold surface.'® In
this study, the authors employed an ink that efficiently adsorbs
at the at the substrate. Other, similar, approaches take

This journal is © The Royal Society of Chemistry 2025
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advantage of a similar transfer chemistry.”® With these ink-
substrate parings, very high printing precisions can be
achieved, which can be attributed to a high affinity of the ink
to the substrate.

Other substrates, particularly surfaces that possess a high
capillary-activity, have sparsely been employed as nCP sub-
strates. This can be attributed to the tendency of ink smearing,
which would result in a poor printing resolution. Due to an
expected ink smearing, also, printing under wet conditions is
challenging. Wet printing, however, is crucial to maintain the
functionality, e.g. of bioactive molecules.*!

In this article, we therefore review current research activities
in microcontact printing, focussing thereby on achievements
within the last 15 years. In the last section, we explain, why
capillary-active or hydrophilic substrates have been neglected
in literature. With that, we discuss polymer-brush supported
nmCP (PolyBrushMiC), with which ink smearing can be reduced
or entirely circumvented, so that said substrate classes become
accessible with nCP.

nCP strategies for patterning smooth
surfaces

Conventional pCP - self-assembling monolayers (SAMs),
polymers and particles as inks

WCP was pioneered by Kumar and Whitesides, who initially
described the transfer of self-assembling monolayers (SAMs) on
a gold (Au) surface.'® Assembling at smooth interfaces, SAMs
have long been employed for the functionalization of Au
surfaces,> using thiol-terminal long chain-alkyls compounds
for functionalization. As a result of the balance between the
strong chemisorption energy of the headgroup-substrate inter-
action and weaker interchain van der Waals forces, these
compounds bind efficiently to the gold substrates, eventually
yielding ordered SAM structures.>® These effective interactions
are exploited to print Au surfaces with alkylthiol surfaces using
mCP,>** rendering these ink-substrate interaction a textbook
example of a successful NCP process. SAMs can be introduced
possessing different qualities of the monolayer, which depends
on the inking an printing conditions (Fig. 1).>°

The ease of fabrication renders this ink-substrate pair an
ideal system to validate new concepts of NCP. As an example, a
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Fig. 1 Printing of a self-assembling monolayer (SAMs) using an alkylthiol
on a gold surface. (a) Schematic overview over the printing process. (b)
Binding of the alkylthiol to the surface. Reproduced with permission.®
Copyright 2010, Royal Society of Chemistry.

This journal is © The Royal Society of Chemistry 2025
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roll-to-roll NCP process, which enables large-scale patterning,
was assessed using 1-octadecylthiol as an ink."’

In this literature example, the ink was transferred efficiently,
allowing the fabrication of gratings with line-widths of 300, 400,
and 600 nm at various locations on a 4-inch plastic substrate at
a speed of 60 cm min ™7 In another example, gold surfaces
micropatterned with a thiol-based corrosion inhibitor have
been examined with respect to their mechanical stability.””
The authors concluded, that gold micropatterns possessed a
greater stability compared to substrates, which were decorated
entirely with the thiol.

Alkylthiols are effective agents used for surface passivation,
yielding hydrophobic areas. By using o-functional alkylthiols,
patterns with a dedicated chemical functionality can be intro-
duced to a gold surface. As an example, thiol-functional ionic
liquids were attached, rendering a functionalized surface area
hydrophilic. By combining both methods - using mCP to apply
one species and backfilling with the other - patterns with
defined wetting abilities can be created.”®*° The resulting
patterns can be used for the deposition of droplets, which
may act as reaction spaces® or as gas sensors (Fig. 2).>°

Indeed, also other monolayers can be printed on different
substrates. These will not be the subject of the present review
article, as they have been reviewed elsewhere.?

While monolayers of functional molecules are effective for
patterning surfaces like gold, other surfaces such as silica or
glass require other specific surface functionalization agents.
Polymers provide a more universal approach, as they can
functionalize surfaces more efficiently due to their ability to
bind non-specifically. They adsorb at the contact area and
exhibit limited diffusion to non-printed areas.'® The simplest
method to introduce chemically functional polymers is by
using a pristine PDMS stamp for patterning. PDMS, made from
silicone oil precursors, will be crosslinked during the process of
its curing. However, the curing process is never fully complete,
leaving unreacted PDMS precursor oils within the stamp.
Typically, the PDMS hardening includes a thorough washing
step, during which the unreacted oils are removed. Using a
PDMS stamp for patterning, for which the washing step is
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Fig. 2 Printing of ionic liquids for the deposition of microscale droplets.
(a) Chemical structure of the ionic liquid printed on a gold surface. (b)—(e)
Different printed patterns. The scale bars are (b) 50 nm, (c) 100 nm,
(d) 50 mm, and (e) 10 mm. Reproduced with permission.?® Copyright
2016, the American Chemical Society.
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Fig. 3 Patterns of gold nanoparticles (AuNPs) introduced by printing with oligomeric PDMS (oPDMS). (a) Schematic representation of the printing.
The introduced stripe pattern was subjected to backfilling with hydroxy-terminated poly(2-vinylpyridine) (P2VP-OH). (b) Immersing the patterned wafer
in a gold nanoparticle suspension results in a selective deposition of the particles at the substrate. A subsequent peel-off process using a PDMS stamp
with a positively decorated stamp yields gold nanoparticle lattices (c) and (d). Reproduced with permission.>* Copyright 2020, Wiley.

intentionally skipped, allows for transferring oligomeric PDMS
(oPDMS) to the substrate.’>*' With the deposited patterns,
other functionalization agents, such as polymers or colloids,
can be guided to form respective patterns. As an example, Wang
et al. printed stripe-patterns with oPDMS, which were backfilled
with the positively charged poly(2-vinylpyridine) polymer
to guide the adsorption of gold nanoparticles (AuNPs).>! In a
subsequent step, an additional stamp, fully surface-decorated
with a cationic polyelectrolyte, was added to the substrate. Due
to its positive surface charge, it could peel off gold particles,
which resulted in the formation of AuNP lattices (Fig. 3).

More functional patterns can be transferred using
polyelectrolytes.>”> As an example, the positively charged
poly(ethylene imine) (PEI)**° can be applied to pattern dis-
similarly charged silica surfaces, where they adhere due to
electrostatic interactions. Using polyelectrolytes with a particu-
larly high molecular weight, the polymer shell can even be
deposited as a thick layer.**?*

In a study by Kusaka et al, the authors used a poly(N-
vinylpyrrolidone) ink for the nCP fabrication of patterns exhi-
biting relatively thick films (B1.5 nm).*® The authors used a
Hertzian model to predict the efficiency of the ink transfer.

Polydopamine (PDA) is highly intriguing polymer accompanied
by abundant favourable characteristics, such as a simple prepara-
tion process, good biocompatibility, strong adhesive properties
and other,” rendering it useful for patterning different surfaces.

6660 | Soft Matter, 2025, 21, 6658-6678

Its adhesive properties, for instance, can be exploited to pattern
glass or gold substrates.®® In the respective examples, the poly-
dopamine was prepared in situ, by oxidizing its monomeric unit
dopamine on the PDMS stamp. Its adhesive properties can be
used also for negative MCP.** In this case, a fluorinated substrate
initially fully covered by polydopamine is addressed with a PDMS
stamp. Due to the low surface energy, the PDA will stick to the
stamp and thus lifted off from the substrate surface, leaving PDA
surface patterns behind.

Analogously to polymers, nanoparticles can also be effec-
tively used as ink for microcontact printing (mCP). For surface
patterning, particles such as gold nanoparticles (AuNPs),**"*?
quantum dots,*>** or nanodiamonds*® are applied for surface
patterning. Efficient adsorption of these particles to the sub-
strate can be achieved through electrostatic interactions**** or
by considering surface energy.*’

Microcontact chemistry

In a traditional MCP process, small molecules, macromolecules
or particles, which chemi- or physisorb onto the substrate, are
used for patterning. Beyond, reactive molecules can be used as
ink, which may react with specific features of the substrate
surface. As a result, microcontact printing enables quick and
precisely localized surface reactions, permitting molecular
modification and patterning across various substrates. This
approach facilitates reactive transfer even when working with

This journal is © The Royal Society of Chemistry 2025
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(b) Microcontact chemistry (uCC)
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Fig. 4 Conventional microcontact printing (mCP) vs. microcontact chemistry (mCC). (a) In conventional nCP, the ink is transferred from the stamp to the
substrate, where it physi- and chemisorbs. (b) In mCC, a reaction partner that is attached to the substrate is reacted with the ink, when the stamp and the

substrate contact each other.

generally less reactive partners.*®*” This process, referred to as

the term “microcontact chemistry” (mCC) can be considered an
advancement of the ordinary nCP process (Fig. 4).*%*®

In a straightforward nCC approach, reactive inks are used to
functionalise the substrate in a covalent fashion. In an illustrative
literature example, Li et al** demonstrated the utilization of
(3-aminopropyl) triethoxysilane (APTES) to print on substrates like
SiO,, mica, quartz, sapphire, and glass coverslips. APTES, known
for its capacity to covalently attach to oxidic surfaces, binds to the
substrate and introduces an organo-bound amino functionality to
the surface. Accordingly, the authors printed mono- or oligo-layers
of APTES. They describe a rather simple approach, as they used a
diluted APTES solution and inked a PDMS stamp by drop-casting.
By adjusting the ink concentration, they could control the thickness
of the layers. Diazoaryls, as highly reactive intermediates, react with
gold or carbon surfaces, where they form covalent bonds under the
release of molecular nitrogen (N,). Consequently, diazo compounds
can be used for NCP to directly pattern substrate surfaces.’®>" For
this purpose, the respective aromatic amino compounds are either
directly diazotized using NaNO, in an acidic environment,” or they
are electro-grafted®" to pattern the substrate.

While in the aforementioned examples, reactive molecules
were printed on a pristine SiO, or Au surface, in other examples,
anchors are printed on a surface, which are used for the growth of
functional inorganic materials. Accordingly, layers of inorganic
compounds could be added to a substrate.”*** As an example,
ruthenium oxide (RuO,) layers were patterned.”® This protocol
starts from patterns of RuCl; on a substrate added via mCP, which
function as an anchor for a subsequent atomic layer deposition
(ALD) process. Using ruthenocene as a precursor, several cycles
of ALD were conducted, which resulted in the growth of a RuO,
film that formed exclusively on the patterned areas. In another
example, carboxylate patterns — which were introduced by nCP -
were used as an anchor.> In a subsequent process, the growth of
metal-organic frameworks (MOF) was initiated, using Zn(NO3),
and terephthalic acid as MOF building blocks.

This journal is © The Royal Society of Chemistry 2025

In early examples of NCC, chemical functionalities at the sub-
strate are activated by a reaction partner offered by the stamp.>*>
In detail, the stamps were functionalized with sulfonic acids, while
N-tert-butyloxycarbonyl-(Boc-) protected amino functionalized sub-
strates were used. During the direct contact, protons dissociating
from the sulfonic acid participate in the deprotection reaction,
which yields functional amino patterns.*> In other examples,
amino-functional inks were printed on activated carboxylate-
surfaces:>*” accordingly, the reaction of amino functions with
NHS-activated®® or carboxylic acid fluorides were exploited.>”
Further strategies involve the deployment of aldehydes for
MCC.>**° Accordingly, amino-terminal peptides were printed on
aldehyde-terminal silica surface functions.>® In a reductive amina-
tion process, the ink was covalently attached to the substrate. In
another example, an aldehyde function was added to a protein,
which was transferred to an oxime-terminal surface function.>

Sharpless and colleagues coined the term “click chemistry”
to describe a concept involving highly modular and stereospecific
reactions driven by a strong thermodynamic force, enabling the
synthesis of complex substances from smaller units via
heteroatoms.®® This widely adopted principle is also applicable
to MCC. A prominent such click-type reaction is the conversion of
epoxides with amino functions. Due to their enhanced ring strain,
epoxides undergo a ring-opening reaction under nucleophilic
attack of the amine. This type of the reaction had been deployed
for the functionalization of polymer microspheres,®*> which
include glycidyl-functional monomers. Another click reaction type
is Diels-Alder cycloaddition. In this case, a diene undergoes
a thermally driven cycloaddition resulting in the formation to
yield a six-membered ring. This reaction type has been used
to pattern a Si wafer with carbohydrates possessing cyclopenda-
diene (Cp) anchors to a maleimide-functional surface.®® Here, the
Cp-functional sugar ink acts as the diene, while the substrate
maleimide is the dienophile. In another example, a substrate
offering a furane-functional polymer film is patterned.®* In this
case, the ink is functionalized with the highly efficient dienophile

Soft Matter, 2025, 21, 6658-6678 | 6661
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maleimide. Due to the thermal reversibility of this process, the
resulting patterns could also be erased simply by a thermal
The reaction of thiols and terminal
alkenes or alkynes is another prominent click-type reaction. patterning.

treatment of the sample.**

65-67
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Accordingly, thiols react with the respective alkenes or alkynes
to yield stable thioethers under UV irradiation. In a UV-assisted
NCC process, both reaction types have been used for surface

Table1l Selected stamp/substrate pairs used for microcontact chemistry.te is reacted with the ink, when the stamp and the substrate contact each other

Reaction partners Patterned substrate Ref.
B~ _SOsH + 54,55
H
N
N - * 56
SN
Y _NHy + ¢ 58
2N
H
HNH, + NH 61,62
o 0]
AN+ N 63,64
o) (0]
%S
65-67
%S
® o
N=N=N + 43,53,59,62,65,67,68
;/ N il
N. _N ~
\N/ + NH 69
;/ N N Q
W = I\
N, N 4 N.
N N ‘N 69
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/ N\ HN
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N N 70
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characterized by possessing distinct surfaces domains, which
differ either in morphology, or in chemistry (or both) from the
residual surface of the particle."”® With this functionalization,
the particles inherit a surface asymmetry, rendering them highly
interesting materials that show a directed, self-propulsive
motion®?" or that can be deployed for self-assembly processes
to facilitate the bottom-up synthesis of intricate complex
systems.'*>'** Among other methods, MCP is a very valuable
tool to fabricate patchy particles, which is capable to add very
functional materials to the particles.*®

To add functional areas to a particle, Zimmermann et al
utilized a monolayer of SiO, microspheres and added poly-
(ethylene imine) (PEI) as an ink to the particle cap.*® Specifically,
the group exploited the electrostatic attractions between the silica
particles exhibiting a negative surface charge and PEI, which
possesses an overall positive charge in an aqueousenvironment.
In a follow-up publication, the authors could show that, depending
on the removal of the particles from the stamp subsequently to the
printing process, the particles obtained either a patch representing
a thick layer of the polyelectrolyte at the particle (which the authors
refer to as “3D patches”), or a very thin layer (“2D patches”).>* After
the printing process, the particles adhered to the stamp surface. In
order to release the particles, they were sonicated in a solvent
environment. By careful selection of the solvent, the authors were
able to control the morphology of the patch areas (Fig. 13). In
detail, they used acetone to produce 3D, and ethanol for 2D
patches. By transferring PEI from a wrinkled PDMS stamp, the
authors could transfer stripe-like patterns, constituting a negative
imprint of the wrinkle surface, to the particle cap.*® Due to the
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| Release in
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accessibility of amino functions, PEI can be subjected to chemical
functionalization, allowing, e.g. the introduction of biotin and
avidin to the particle patches, which in turn can be used for self-
assembly.** Naderi Mehr et al. printed different polyelectrolytes to
melamine formaldehyde (MF) microspheres (B5 nm)."** MF,
which is tuneable in surface charge depending on external pH
conditions, could, thus, be patched with positively charged PEI,
and on the other hand also addressed with the polyanionic
poly(methylvinylether-alt-maleic acid) (PMVEMA). The authors
could identify different pH regimes, where the particle body
(MF) and the patch are either similarly or oppositely charged,
resulting in attractive or repulsive interactions."”*"*

Beyond the introduction of a single patch by printing a
functionality to a monolayer of particles, also a second patch
can be introduced, using a method referred to as sandwich
printing nmCP.>**'** For this purpose, the particle monolayer,
adhering to the stamp after the first printing process, is
addressed with a second stamp from the opposite particle side.
With that method, Naderi Mehr et al. could add both polymer
species to the same particle.””® More intricate microscale
anisotropic materials were fabricated in a layer-by-layer appro-
ach using polyelectrolytes."”® Specifically, the authors of the
respective study deposited a polymer multilayer, consisting of
poly(allylamine hydrochloride) (PAH) and poly(diallyldimethyl
ammonium chloride) (PDAC) as a cationic and poly(styrene
sulfonate) (PSS) as anionic polyelectrolytes, by a layer-by-layer
approach. The multilayer was next deposited on a substrate
that in turn was coated with poly(vinyl alcohol) (PVA) by a nCP
process (Fig. 14). Immersing the substrate in water resulted in
PVA dissolution, releasing the printed layer-by-layer structures,
which kept relatively stable in water. The polyelectrolyte surface
remained stable, facilitating the addition of a further polymer
layer. With that method, the authors succeeded to print finer
structures on the microscale objects by applying a second nCP
process onto the previously prepared microstructures.*® In the
previous examples, polyelectrolyte inks were employed to func-
tionalize microscale particulate materials. These polymeric

2D Patch
O

3D Patch

acetone

>
2

Fig. 13 Fabrication of patchy particles using poly(ethylene imine) (PEI) ink. (a) Schematic representation of the process. (b) Depending on the solvent, the
particles either obtain a two-dimensional or a three-dimensional patch, depending on the solvent used for the particle release. The printed particles are
observed with widefield fluorescence microscopy and scanning electron microscopy. The image in (b) is reproduced with permission.** Copyright 2018,

the Royal Society of Chemistry.
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Fig. 14 Printing of anisotropic microparticles created by a layer-by-layer
approach. (a) Printing of butterfly-like particles. (b) Printing of dotted
particles. Reproduced with permission.*?® Copyright 2011, Wiley.

substances adhere to the particles solely through electrostatic
interactions, eliminating the need for chemical treatments to
attach the ink to the particle cap, which in turn simplifies the

glass object slide
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Janus particles
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fabrication of these patchy particles. However, electrostatic
interactions are susceptible to external factors, such as
changes in pH levels or ion strength of the surrounding
medium, which can affect the stability of the patches. It
seems, therefore, advantageous to develop a strategy that
enables the covalent attachment of functional molecules to
particles. The method of microcontact chemistry (mCC)
addresses this issue (further discussion is provided in section
“Microcontact chemistry”).

There are different MCC protocols described which are used
for the fabrication of patchy particles. Accordingly, particles
must possess a chemical function, which is complementary to
a function that the ink material is supposed to possess, so that
both can react in a click reaction. As an example, amino-
functional dyes have been added to particles possessing
epoxy functionalities (Fig. 15).°"°*'*” The particles, which
were fabricated in a microfluidic setup using glycidyl metha-
crylate as a comonomer, could be transferred to bipatchy
sandwich-type particles. Using amino-functional particles,
an isothiocyanate-containing fluorescent label could be
added as an ink.'*® In other publications, alkyne inks were
printed on azide- or thiol-functional particles, exemplifying
the feasibility to use copper-catalysed azide-alkyne or thiol-
yne click chemistry,®” complemented by a study using alkene-
functional particles to add a thiol-ink using the thiol-ene click
reaction.’”® With these methods, particles with a sandwich-
type bipatchy architecture can be fabricated, which even may
comprise bifunctional characteristics. The method is also
capable of functionalizing particles in the low micrometre
range (<6 mm).*>

However, in these examples, merely fluorescent labels are
incorporated inks.

While fluorescent dyes lack functionality, Sagebiel et al
demonstrated, that more functional materials can be added as
particle patches (Fig. 16)."*° Specifically, the authors employed a
triazolene dione-bound ATRP initiator as an ink, which was
printed to vinyl functionalised silica particles via "CC, enabling
a rather rapid functionalization reaction. With the introduced

Fig. 15 Preparation of sandwich-type particles. (a) Overall scheme of the process to print amino-functional fluorescent dyes on microscale particles. (b)
Transmission light micrographs. Fluorescence micrographs of (c) dansyl and (d) sulforhodamine fluorescent signals. (e) Overlay of both fluorescent
signals. Scale bars are 20 mm. Reproduced with permission.®* Copyright 2016, Wiley.

This journal is © The Royal Society of Chemistry 2025

Soft Matter, 2025, 21, 6658-6678 | 6669


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d5sm00355e

Open Access Article. Published on 25 June 2025. Downloaded on 4/29/2026 6:15:51 AM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

View Article Online

Soft Matter Review

e
,,,,,,,, U

@ g

Fig. 16 Self-assembly of sandwich-printed SiO, microspheres. (a) Schematic representation of the particle. The SiO, microspheres (light grey) are
assembled using functionalized iron oxide nanoparticles (dark grey). The SiO, patches are polymer materials consisting of a reactive ATRP initiator and an
AAP monomer. The iron oxide nanoparticles are functionalized with cyclodextrine. (b) Transmission microscopy and (c) fluorescent microscopy images
of the sandwich-printed microspheres. (d) Transmission microscopy image of microspheres with nanoparticles, where the AAP molecules have been
switched to the (Z) state (showing no interaction with the nanospheres) by UV irradiation, and (e), where the AAP molecules have been switched to the (E)
state (showing interaction with cyclodextrin and thus self-assembly) by irradiation with 520 nm. The scale bars are 10 mm. Reproduced with

permission.*® Copyright 2017, the Royal Society of Chemistry.

initiator, the authors were able to graft functional polymer from
the surface. Containing arylazopyrazole (AAP) functionalities, the
brushes could be used in self-assembly processes. For this
purpose, iron oxide nanoparticles, which are surface-
functionalized with b-cyclodextrine (CD), were added to the
sandwich particles. The iron oxide nanoparticles, adhering to
the brushes via AAP-CD supramolecular host-guest interactions,
were used as a colloidal adhesive for the microspheres to form
particle chains.’*® This supramolecular interaction, however,
merely occurs, when the AAP is switched to its (E)-isomer (which
in turn is triggered by irradiation with green light of 520 nm
wavelength). When the AAP is in its (Z)-state when illuminating
with UV light (365 nm), the interaction does not occur. Accord-
ingly, the particles assemble after light activation, while they may
be dis-assembled by illumination with UV light.

Using a polymer-brush assisted mCC protocol for the func-
tionalization of inorganic oxide surfaces,"*' we were able to
print primary alkyl amines to the surface of a silica particle (a
further discussion on that topic will follow in the section
“Microcontact printing unlimited”). The amino function was
used to anchor a xanthate moiety to the particle, which can be
utilized as a chain-transfer agent in a RAFT process.**'** With
this method, we were able to graft different acrylic acid-derived
polymers from the particle surface."**

While the aforementioned protocols favour the fabrication
of mono- or sandwich-type bipatchy particles, also other patch
geometries are accessible. Using a polymer brush-supported
NnCP process, " which will be outlined in more detail in the last
section of this article, we were able to add up to four patches to
silica microspheres that are positioned at the equatorial site of

6670 | Soft Matter, 2025, 21, 6658-6678

the particle, possessing a C,, symmetry. The fabrication of such
particles can be achieved, when they experience a spatial
confinement of a channel of the PDMS stamp, whose dimen-
sions match the particle diameter (Fig. 17)."**

Fig. 17 Patchy particles fabricated in a confined environment. (a) Sche-
matic representation. (b) Transmission light microscopy |mage of the
particles. (c) Fluorescence microscopy image. (d) and (e) Zoom-in views
of the particles. Scale bars: (b) and (c) 25 nm. (d) and (e) 5 mm. Reproduced
with permission.*** Copyright 2025, Wiley.

This journal is © The Royal Society of Chemistry 2025
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Fig. 18 Printing of AgNPs by using a silver precursor. (a) Schematic representation of the process using a MPTES,**? and (b) a polyimide polymer.

143 (C)

and (d) Printed particle patterns and (e) zoom-in thereof.1*?> Reproduced with permission.1*214% Copyright 2013 and 2014, Elsevier.

Printing of conductive inks for electronic applications

The patterning of micro- and nanostructured conductive pat-
terns on insulating substrates is essential for advancements in
microelectronics. In this context, microcontact printing (nCP) is
a cost-effective method suitable for large-area applications,
making it an ideal technique for fabricating microscale devices
such as thin-film transistors.'**™*” Beyond, its compatibility
with soft and flexible materials to be used as a substrate renders
it suitable for the fabrication of flexible electronic devices that
can be used in smart clothing and other applications.’**'** The
fabrication of conductive patterns with soft lithography
demands conductive materials used as an ink for nCP.

These comprise metal nanoparticles, liquid metal alloys,
conductive polymers and others.

Silver nanoparticles (AgNPs) serve as a prime example of a
conductive ink. Using AgNPs directly as an ink, NCP was utilized
to pattern various surfaces,"*”'*%'*! facilitating the fabrication of
a thin-film resistor'*® or to print customized patterns on a flexible
plastic foil."*' Other studies start from silver ion (Ag") precursors,
which are used for patterning, and which are chemically reduced
to silver nanoparticles in a subsequent step.'**'** As an example,
substrates were mercapto-functionalized to coordinate silver ions,
which were reduced to silver in a subsequent process (Fig. 18a and
c-e)."*? In another study, the authors used a polyimide polymer
for silver ion immobilization, yielding a rather uniform pattern of
AgNPs (Fig. 18b)."**

Conversely, Yoon et al. applied a selective etching technique,
starting from a substrate entirely functionalized with silver
nano-objects and masking of a pattern with nCP, allowing for
selective etching of the non-masked part of the substrate."**
Specifically, the authors used silver nanowires, which were selec-
tively masked by nmCP of uncured PDMS precursors. After curing,
the PDMS remained as a barrier, protecting the underlying wires

during an etching process. In addition to silver nanoparticles, also
other metal nanoparticles were used for microscale patterning. As
an example, Miller et al. used copper nanoparticles for surface
functionalization."”® In detail, the authors patterned an alumi-
nium porphyrin complex to a substrate, which was used as an
anchor for a catalyst, which in turn was used for promoting the
electroless deposition of copper particles (Fig. 19).'*

In a different study, metal precursors, i.e. Pt and Pd salts,

were printed at different substrates, such as glass and polymer

TPPAI- fil
(a) OMe film
PDMS stamp

l Microcontact

Printing O O
=S
Oxidized
polymeric O
substrate 1 O
o.

1. Remove stamp
2. Rinse with isopropanol
or CH,Cl,
TPPAI-

(carboxylate)
monolayer

1. Pd/Sn colloids
2. 1MHCI
3. Copper ELD

Plated

Fig. 19 nCP of a copper nanoparticle array using an aluminum porphyrin
as an anchor. (a) Overall scheme. (b) Binding of the porphyrin complex
serving as an anchor for copper nanoparticle formation. (c) Scanning
electron micrograph of the printed pattern. Reproduced with
permission.**> Copyright 2010, the American Chemical Society.
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films, using poly(ethylene glycol) (PEG) as a macromolecular
carrier agent of the salts.’*® These patterns could be chemically
reduced forming thick films (B30 nm thickness) of the respec-
tive Pt and Pd metals, showing a rather low electrical resistance
of 1.1 to 6.7 O m. This example points toward the fact that
metal film electronics promise a good conductivity, however, at
the expense of an enhanced flexibility of the printing patterns.
In order to overcome this issue, other studies report the use
liquid metal alloys as an ink.'*®'3%47

Specifically, an eutectic gallium-indium (EGaln) ink is
deposited in to the microchannels of an elastomeric stamp.
From there, the ink may be transported to flexible substrates.
The resulting printing patterns exhibit a good conductivity even
after mechanical stress.*’

Carbon nanomaterials offer a low-cost, sustainable platform
to be used as an ink for mCP. Graphene oxide (GO) is a two-
dimensional, conducting material, that can be used directly as an
ink for mCP."*® As these materials adhere to hydroxyl-functional
SiO, substrate, they can be utilized for patterning to fabricate
conductive surfaces. Other literature examples employ carbon
nanotubes (CNTs) as conductive materials."*>'**™*? In different
studies, their transfer from the stamp to the substrate was
investigated.

Béduer et al. identified ethanol an ideal solvent, which
promotes CNT transfer,'*° while Mehlich et al. used the CNTs’
affinity to dendrimers (Fig. 20),"** and Ogihara et al. embedded
the CNTs in a polymer matrix to ensure its transfer.'>" The
resulting patterns are flexible, highly conductive and relatively
untoxic, which renders them suitable sensing patters, that can
e.g. be exploited to monitor the electric activity of neuronal
cells.’®® In addition to carbon nanomaterials, also conductive
polymers can be utilized as an ink. In a study from Garcia-Cruz
et al., the authors first selectively bind pyrrole to a surface.'>

dendrimer-coated

a
(@)~ Pomsstamp ink with CNT it

g o R A

NHJ‘groups\ ”’ remove

stamp
—_—

acid-treated, dendrimer-coated
silicon substrate

patterned arrayof CNT

Fig. 20 Printing of carbon nanotubes (CNTSs). (a) Schematic overview. (b)
Printing pattern. (c) Zoom-in view of the printed pattern. Reproduced with
permission.*> Copyright 2012, Wiley.
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The surface pattern was utilized to initiate a graft polymer-
ization, resulting in the formation of polypyrrole films. These
films were characterized as conductive films.

Microcontact printing unlimited:
towards a polymer brush-supported
pCP (PolyBrushMiC) routine to
overcome ink smearing

NCP is a simple, straightforward, and cost-effective technique
which is compatible with large-area patterning. Nevertheless,
the majority of applications described earlier primarily involve
smooth substrates patterned through microcontact printing
(MCP), such as glass, mica, polished silicon, metals, or plastic
foils, as it is discussed in the previous sections of this review
article. In contrast, micro-rough substrates have received less
attention, despite their relevance in coating applications*** and
their potential uses, e.g. in catalysis,'* stem cell cultivation,">®
and other areas. This also applies to hydrogel surfaces promis-
ing applications in cell cultivation,"®” which should ideally be
patterned under fully hydrated and buffered conditions e.g. to
maintain the functionality of bio-active proteins.*® Why have
these surfaces largely been neglected as nCP substrates?

In order to achieve an efficient printing process, two critical
parameters must be considered: (i) a high printing precision and
(ii) a dedicated functionality of the ink, so that small patterns are
created that possess defined chemical characteristics. Even
though polymer materials, nanoparticles or proteins can be
efficiently utilized as nCP inks (as outlined in the previous
sections of this review article), defined chemical functionalities
will be introduced using low molecular weight-compounds as inks
(low molecular weight-inks - LMWI). Achieving a high precision
with LMWI, however, is demanding due to ink mobility on the
substrate, leading to uncontrolled ink smearing. In particular,
when aiming to extend the method to a lower scale, specifically
targeting nanometer-level printing precision — which we refer to as
nanocontact printing (nCP) - the issue of ink smearing poses a
particular challenge. Nevertheless, ink smearing can be mitigated
if the ink has a high affinity for the substrate, such as reactive
molecules that assemble as monolayers.

As already outlined, another important factor to obtain a
high printing precision that is often overlooked is the substra-
te’s characteristics: for accurate printing, the substrate should
be not possess capillary-active characteristics (Fig. 21a), since
severe ink smearing counteracts high printing precision
(Fig. 21b). In addition, if a hydrogel substrate is supposed to
be patterned, it should not be present in a hydrated state for
accurate patterning, as the ink may dissolve in the solvent
rather than being distributed on the substrate surface.

We must, therefore, consider how to control the ink diffu-
sion on the stamp surface during the nCP process, allowing
merely the transfer to the substrate without diffusive distribu-
tion on the substrate surface or to the printing solution when
the process occurs in a hydrated or solvated state. Interesting

This journal is © The Royal Society of Chemistry 2025
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(b) rough, capillary-active substrate

Fig. 21 Microcontact printing on different surfaces. (a) On a smooth surface, a high printing precision can be obtained. (b) On a rough, capillary-active

surface, ink smearing occurs, which reduces the printing precision.

application fields in this regard would be the fabrication of patchy
particulate materials,"** which demand a very high printing
precision. Moreover, patterning of bioactive surfaces,'”® such as
cellular or bacterial membranes, ideally in a live state, would be a
tremendously interesting application area.

A polymer matrix-assisted approach, which we refer to as
PolyBrushMiC, constitutes a solution to tackle this issue.
Specifically, the transfer process involves a polymer film grafted
onto the stamp, which acts as an ink reservoir, allowing for a
controlled transfer to the substrate. An early concept was
described by Whitesides and co-workers, who used a stamp
made of agarose to print protein patterns.>® Agarose, being a
natural polysaccharide, represents a hydrogel incorporating the
protein ink, was used as a stamp for this purpose. In an initial
study, we opted to adapt this process to other ink retention
strategies. We therefore attached the commercial polymers
PNIPAAmM and PEG to the stamp surface, which acted as an
ink reservoir to retain a rhodamine fluorescent dye used as an
ink.’*® Wwithin this film, the local viscosity of the ink is
enhanced, restricting its diffusive mobility. This regulated
diffusion enables a controlled transfer to the substrate, which
we used to introduce confined patches to silica microspheres.
This method utilized a PDMS stamp, which is chemically and
mechanically more robust than agarose as a stamp material.

As an advancement of this method, we introduce the concept
of PolyBrushMiC (Fig. 22a). In this approach, the ink molecule is
covalently immobilized in the polymer brush matrix (approach I,
Fig. 22b) and will be transferred to the substrate exclusively upon
its contact with the substrate. The ink will bind thereon in a
more stable fashion compared to the brush matrix.

During this process, the ink is not released and thus
immobilized either in the stamp matrix or at the substrate, so
that an ink diffusion and, thus, ink smearing can be entirely
prevented.

The concept is in analogy to a method described by Bernard
et al., where the authors utilized the selective affinity of
proteins at the stamp surface and the substrate for a targeted
ink transfer.’®> We demonstrate this concept using a reactive
silane (Fig. 22¢),"*""®° specifically the transfer of APTES. As an
ethanol triester of a silicic acid, APTES can be bound to a
hydroxy-functional polymer brush matrix, where attaches
through ester bonds. Offering an oxidic surface as a substrate,
the polymer brush-bound APTES can be transferred, where it
binds more stably as it binds to the brush matrix. Accordingly,

This journal is © The Royal Society of Chemistry 2025

we were able to prepare microscale patchy particles with highly
functional patches.'?*¢*

The concept of this transfer can also be applied to other
chemistries. We require metastable bonds for immobilizing the
ink within the polymer matrix and a stronger affinity of the ink
to the substrate. The reactive transfer must occur in a concerted
fashion, where the ink detachment from the polymer matrix and
its attachment to the substrate occurs entirely simultaneously.
The advantage of this method is that the reaction can be carried
out under fully immersed conditions, making it suitable for
samples prone to desiccation. An interesting example is provided
by Pallab et al,'”® where benzoxaborole is used as an ink
(Fig. 22d). It binds to catechol moieties attached as a polymer
matrix on the stamp, introduced as dopamine methacrylates,
and more efficiently to glycosylated surfaces. This allowed the
authors to pattern glycosylated wafers and membranes of adher-
ent gastric cells, where the carbohydrates in the glycoprotein
matrix at the membranal interface were functionalized."*®

An alternative approach (approach II, Fig. 22b) involves
immobilizing a catalyst to the stamp surface. Here, a com-
pound that catalyses the reaction of the ink with the substrate
is attached to the stamp surface. During printing, the sample is
immersed in the ink solution. However, its attachment to the
substrate occurs merely at the face of contact, where the
catalyst meets the substrate. Mizuno et al. introduced this
concept, using platinum particles on the surface to catalyse
various Si-H coupling reactions."® Analogously, other immo-
bilized catalysts can be considered. As an example, transition
metal complexes or organocatalysts may be immobilized in the
stamp matrix to catalyse, e.g. a cross-coupling or similar reac-
tion at the substrate interface.

In order to achieve high-resolution patterning, the ink
transfer - be it a via ink or catalyst immobilization -, the ink
transfer reaction should occur as a bimolecular reaction in a
concerted mechanism. Specifically, for approach I, the sub-
strate functionalization reaction should occur simultaneously
to the ink release process. In approach II, first, an ink-catalyst
activated complex is formed. During the actual printing pro-
cess, the activated ink should bind to the substrate simulta-
neously to its release from the catalyst molecule. If, however,
the processes occurred as a unimolecular process, a reactive
species (i.e. the activated ink molecule) would dissociate from
the polymer matrix, where it is able to freely diffuse during the
interval of its lifetime.

Soft Matter, 2025, 21, 6658-6678 | 6673
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Fig. 22 Polymer brush-assisted nmCP. (a) Schematic representation of the process. (b) Two ink transfer approaches are presented in this perspective. In
approach (I), the ink is initially bound to the polymer brush, from where it is transferred to the substrate. (c) and (d) Examples of the PolyBrushMiC

procedure. (c) Reactive transfer of silanes to oxidic surfaces.

With the concept of PolyBrushMiC, we address the long-
standing issue of ink smearing that typically hampers tradi-
tional microcontact printing (mCP). This innovative approach
significantly enhances the method’s versatility regarding the
substrate portfolio, making it suitable for use on capillary-
active, micro-rough, and even porous substrates. As a result,
it opens new possibilities for surface functionalization of a wide

6674 | Soft Matter, 2025, 21, 6658-6678

131,134,160,161 (d)

Reactive transfer of boronic acid derivatives.
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range of materials such as zeolites, fabrics, and papers—paving
the way for advanced applications in catalysis, coatings, micro-
electronics, and beyond. Furthermore, PolyBrushMiC extends
its applicability to bio-active surfaces, enabling precise surface-
modification of biological materials. This capability makes it
highly valuable in fields such as tissue engineering, (stem) cell
cultivation, biosensing, and regenerative medicine. Beyond, the

This journal is © The Royal Society of Chemistry 2025
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method allows for printing on an even smaller scale, ie.
nanocontact printing, thereby opening new frontiers in nano-
scale patterning and device fabrication. Overall, this advance-
ment broadens the scope of NCP, offering new opportunities for
both industrial and biomedical innovations.

Conclusions

In this article, recent advancements in MCP are reviewed, encom-
passing the latest developments in microscale patterning and its
applications in biological, microelectronic, and colloidal sciences.
It is highlighted that conventional "CP methods primarily focus
on patterning smooth surfaces and it is explained why rough,
capillary-active substrates, and hydrogel surfaces have received
less attention in literature. The challenge of ink smearing on these
surfaces is addressed, which compromises printing accuracy and
constitutes thus a drawback in NCP on these surfaces. As an
alternative, the polymer brush-supported mCP (PolyBrushMiC)
method for patterning is proposed. As a perspective, potential
application areas for this technique are discussed.
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